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HALL-EFFECT SWITCHLES
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3113, 3120, 3130, anp 3140
HALIL-EFFECT SWITCHES

ELEMENT LOCATIONS
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3113, 3120, 3130, anp 3140
HALL-EFFECT SWITCHES

PACKAGE DESIGNATOR LL

Dimensions in Inches
(Based on 1 mm = 0.394”)
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Dimensions in Millimeters
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PACKAGE DESIGNATOR LT

Dimensions in Inches
(Based on 1 mm = 0.394”)
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Dimensions in Millimeters
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HALL-EFFECT SWITCHES

PACKAGE DESIGNATOR U

Dimensions in Millimeters
(Based on 1” = 2,54 mm)

Dimensions in Inches
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NOTES: 1. Tolerances on package height and width represent allowable mold offsets.

Dimensions given are measured at the widest point (parting line).
2. Exact body and lead configuration at vendor’s option within limits shown.
3. Height does not include mold gate flush.

4. Minimum lead length was 0.500” (12.70 mm). If existing product to the
original specifications is not acceptable, contact sales office before ordering.




3113, 3120, 3130, anp 3140
HALIL-EFFECT SWITCHES

PACKAGE DESIGNATOR UA

Dimensions in Inches
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Allegro MicroSystems, Inc. reserves the right to make, from
time to time, such departures from the detail specifications as
may be required to permit improvements in the design of its
products. Components made under military approvals will be in
accordance with the approval requirements.

The information included herein is believed to be accurate
and reliable. However, Allegro MicroSystems, Inc. assumes no
responsibility for its use; nor for any infringements of patents or
other rights of third parties which may result from its use.
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NOTES:

1.

Dimensions in Millimeters
(Based on 1” = 2.54 mm)
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Tolerances on package height and width represent allowable mold offsets.
Dimensions given are measured at the widest point (parting line).

. Exact body and lead configuration at vendor’s option within limits shown.
3. Height does not include mold gate flush.

. Minimum lead length was 0.500” {12.70 mm). If existing product to the

original specifications is not acceptable, contact sales office before ordering.

MicroSystems, Inc.

115 Northeast Cutoff, Box 15036
Worcester, Massachusetts 01615-0036 (508) 853-5000



